
LuxiBoard EM+ uses electromagnetic technology to offer a work surface robust, durable, suitable for writing, 
washable... and Interactive! Thanks to the wireless electromagnetic pens you will be able to check the contents 
of your computer directly from your whiteboard very easily and for sure use the solution with the best quality / 
price ratio available on the market. LuxiBoard EM+ also can be used simultaneously by two users: thanks to this 
feature, for example, the teacher and the student will be able to work simultaneously on the interactive whiteboard, 
increasing the level of involvement in the didactic activity. The two interactive pens provided with the iWB are 
equipped with a super capacitor: it means that they don’t need any battery and assure a life-long performance!
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Ligra srl Via Artigiani 29/31 - 29020 Vigolzone (PC) Italy
Tel.: PLUS39 0523 872014 Fax: PLUS39 0523 870089 
E-mail: info@ligra.it - Web: www.ligra.it

Technical specifications
Model Luxiboard EM PLUS 83 Luxiboard EM PLUS 89

Ligra code LIWB83EMP LIWB89EMP

Technology Electromagnetic Electromagnetic

Active area (diagonal) 83" 89"

Active area (size) 170,8x122,1 cm 193,8x116,1 cm

Ratio 4:3 16:10

Frame Aluminium Aluminium

Surface PVC, writable/washable PVC, writable/washable

Simultaneous inputs with interactive pen 2 2

Method of input EM Pen (2 provided with the iWB) EM Pen (2 provided with the iWB)

Interactive Pen Active Active

Pen power supply Built-in capacitor (no battery needeed) Built-in capacitor (no battery needeed)

Pentray No No

Active area resolution 17.080x12.210 unique points 19.380x11.610 unique points

Tracing speed 125 points/second 125 points/second

Accuracy 0.1 mm 0.1 mm

Interface USB USB

USB Type A-B A-B

Standard USB cable lenght 7.5 m 7.5 m

Max USB cable lenght 10 m 10 m

Power consumption < 2W < 2W

Supported OS WinXP / Vista / 7 / 8 32/64bit / MacOs X 
/ Linux

WinXP / Vista / 7 / 8 32/64bit / MacOs X 
/ Linux

Average operating temperature -15-50 C° -15-50 C°

Average operating humidity 20~90% 20~90%

Storage temperature -40-50 C° -40-50 C°

Storage humidity 10~95% 10~95%

Size 177x128,3x6 cm 200x122,3x6 cm

Packing 187x138x10 cm 229x153x12 cm

Net weight 16,5 Kg 26 Kg

Gross weight 23,5 Kg 37 Kg

Audio speakers Optional (cod. LIWB83EMP-S) Optional (cod. LIWB89EMP-S)

Audio speakers power
20W+20W RMS 
overall 40W RMS

20W+20W RMS 
overall 40W RMS


