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- FEUERGESCHÜTZT 
- ZEITLOS FORMSTABIL 
- MONTAGE-FREUNDLICHES SCHNAPPFEDER/BAJONETT-

SYSTEM 
- 50-HZ-STABILER ÜBERTRAGER 
- BERÜHRUNGSSICHERE 100-V-ANPASSUNGEN 
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6W-EN5424-ceiling-loudspeaker CLB-180FT / CLB-220FT in full-metal-design 

- FIRE-RESISTANT 
- EASY-MOUNTING THROUGH CATCH-SPRING/BAYONET-SYSTEM 
- 50-HZ-STABLE TRANSFORMER 
- TOUCH-PROTECTED 100-V-QUICK-CONNECTING-CLAMP 
- BALL-PROOF-DEVICE ACCORDING TO DIN-18032-III INCLUDED 
- FIRE-DOME IN EN-5424-VERSION INCLUDED 
- OPTIONAL CERAMIC-CLAMP & THERMO-FUSE AVAILABLE 

 
- CLB-EN-5424 WITH FIRE-DOME CERTIFICATED VERSIONS: 

ORDER-NUMBERS:  

CLB-180FT/EN-5424 CPD-NR: 1293-CPD-0245 
CLB-220FT/EN-5424 CPD-NR: 1293-CPD-0167 

T ECH NI CA L D ATA :   CLB -1 80 FT /EN 54 24  CLB -2 20 FT /EN 54 24  

Loudspeaker:   6W/120mm-broadband 10/15W broadband with alu-HF-dome 
Power-Consumption:   100V-6-3-1.5W  100V-6-3-1.5W 
Frequency-Range:   80-15 000 Hz  70-18 000 Hz 
EN-Sensitivity 1W/4M:   74,5 dB   79,5 dB 
SPL max 6W/4M:   84,0 dB   89,6 dB 
SPL 1W/1M max. EASE/Ulysses:  96,8 dB    106,8 dB  
SPL 6W/1M max. EASE/Ulysses:  104,8 dB   112,8 dB  
Radiation H (0,5/1/2/4kHz):  160°/150°/80°/32°  180°/180°/100°/50° 
Radiation V (0,5/1/2/4kHz):  160°/150°/80°/32°  180°/180°/100°/50° 
Dimensions:   180 mm x 105 mm with FT 220 mm x 115 mm with FT 
Ceiling Cut-Out:   165 mm   200 mm 
Weight:    1,1 Kg   app. 1,5 Kg 
Colour:    white   white 
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